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DeVilbiss Automotive Refinishing
DeVilbiss has authorized distributors throughout the world. 
For equipment, parts and service, check the Yellow Pages 
under “Automotive Body Shop Equipment and Supplies.” 
For technical assistance, see listing below.

U.S./Canada Customer Service Office: 
11360 S. Airfield Road, Swanton, OH 43558
Toll-Free Telephone: 1-800-445-3988 (U.S.A. and Canada only)
Toll-Free Fax: 1-800-445-6643

DeVilbiss Worldwide Sales and Service Listing: www.autorefinishdevilbiss.com

WARRANTY
This product is covered by DeVilbiss' 1 Year Limited Warranty.

PARTS LIST
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Hand tight

Note parts 
orientation when 
disassembling

Ref. Replacement
No. Part No. Description

1 130519 Drain Kit (one set)

2 130517 Filter Element, Water

3 130518 Filter Element, Coalescing

4 130520 Indicator Kit, Coalescing

5 VA-595 Shut-off Valve
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Snug tight

Snug tight

Hand tight
plus 1/4 turn
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MAINTENANCE

Max. Temperature: 175°F

RISK OF PERSONAL INJURY

Components are under pressure. Relieve
air pressure before performing any main-
tenance.

1ST STAGE WATER SEPARATOR FILTER

1. Daily, twist drain to remove liquid.
2. Every 3 months, replace element.

2ND STAGE COALESCING FILTER

1. Daily, twist drain to remove liquid.
2. Daily, check replacement indicator (with
air flowing). 

OK REPLACE
ELEMENT


